
 Town of Simsbury 
933 HOPMEADOW STREET    SIMSBURY, CONNECTICUT 06070 

                                              Engineering Department 

 

 

Addendum No. 1
DATE:  January 18, 2023 
 
RE:   BID NO. 23‐01 
  Town Hall Parking and Safety Improvements  
  Simsbury, Connecticut 

   
This Addendum No. 1 includes clarifications, revisions, and additions to the Invitation for Bid, as well as 
responses to questions provided to‐date. Modifications are hereby made to the Invitation for Bid issued 
January 4, 2023, for the above‐referenced project. 
 
Bid Plan Set 

A. Replace the reference to “CT DOT Form 817” in Notes 7 and 8 of the Signage and Pavement 
Marking Notes on Sheet LA‐1 with “CT DOT Form 818”. 
 

B. All pavement markings within the CT Route 10 & 202 Right‐of‐Way shall be of Epoxy Resin. 
 

C. Add sheets SE‐1 and SE‐2 Site Electrical Plans to the bid plan set. These sheets were previously 
omitted from the plan set. 
 

D. Replace sheet SD‐5 Site Details with the attached sheet SD‐5. The plan provides additional 
details for the project.  

 

Project Manual 

A. Bidders are invited to provide Value Engineering Items on a separate sheet describing the item 
and providing a deduct alternate for consideration. Bidder must provide a complete bid. Any, 
none, or all suggested Value Engineering Items may be selected by the Owner. 

 

Clarifications 

A. The phasing and alternates as shown on Sheet LA‐1 of the plan set shall supersede the phasing 
shown on Sheet PH‐1. PH‐1 serves as the exact limits of saw cuts and curb match for Phase 1. 
 

B. Bricks to be supplied to Contractor by Town due to a long lead time on the materials.   
 

C. An Encroachment Permit has been issued to the Town of Simsbury by CT DOT dated 
12/23/2022.  
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Questions and Responses 

Q1:   The detail on plan SD‐3 for the Water Quality/Bio‐Filer Area does not show any Geotextile Fabric 
being installed on top of the choker course separating it from the Top Soil. Should we carry 
enough fabric to cover the top of the stone or build as shown in detail installing the Fabric on 
the bottom/sides only?  

R1:   Construct per plan without fabric over the “3/8” crushed stone choker course.” 

Q2:   Is there a detail showing the Asphalt Structure for the State Right of Way Aprons?  
 

R2:  The pavement section within the State Right‐of‐Way shall be constructed in compliance with the 
pavement section detail as shown on Sheet SD‐2 of the plan set. 
 

Q3:   What will be required for worker and public accessibility?  
 

R3:  A project phasing narrative is provided in Section 6 Special Provisions of the Project Manual. This 
narrative has been provided in this addendum for convenience. The Town will work with the 
Contractor through the project as to any necessary measures needed to accommodate work. 
 

Q4:   Are we to remove the existing asphalt or is reclaiming an option? 
 

R4:  The existing asphalt may be reclaimed and utilized as a processed aggregate base if graded to 
specification.  
   

THIS ENDS ADDENDUM NO. 1. 



Project Phasing 

The contractor should make every effort to maintain access to parking areas outside of the 
contract limit line during construction of this project.  The contractor should construct the new 
northerly driveway access to the site prior to closure of the existing north entrance drive to town 
hall.  At all other times during completion of the project, the contractor shall maintain access to 
at least two (2) access driveways to and from the site at all times for police, town employees and 
the public.  These access driveways at a minimum should include a binder course of pavement 
and temporary pavement markings prior to opening. Temporary Town Hall entrance / exit signs 
shall be posted at active access drives to notify to public of the operational changes to the site.  
Barricades should be provided at driveway location under construction. Temporary sidewalk 
ramps should be provided at all entrances to the building impacted by construction activities to 
maintain building access.  Deliveries and mail deliver to the site will continue during 
construction and should be accommodated. 

Continuous access to the existing access drive to the rear of the property south of town hall will 
need to be maintained throughout the project to access police facilities and dumpster servicing.  

Any construction activities required to be completed outside the contract limit line shall be 
coordinate with the Owner in advance of the work.  These activities are anticipated to be 
minimal for site lighting and other utility related work. 

Work in State Route 10/202 shall be completed under the conditions of the encroachment permit 
issued by the State Department of Transportation.  This work shall be completed to minimize 
impact to the public and adjacent property owners.  A DOT encroachment permit is in process of 
being issued to the Town of Simsbury, and no significant special conditions are anticipated.  
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