CONCRETE SIDEWALK REPLACEMENT
HOPMEADOW STREET

DEPARTMENT OF PUBLIC WORKS
66 TOWN FOREST ROAD
WEST SIMSBURY, CONNECTICUT

Prepared By:
SIMSBURY DEPARTMENT OF PUBLIC WORKS
66 TOWN FOREST ROAD
WEST SIMSBURY, CONNECTICUT 06092
860-658-3223
GENERAL NOTES:
1. SIDEWALK RAMPS SHALL HAVE A COARSE BROOM "FINISH TRANSVERSE TO THE SLOPE OF THE RAMP.
2. VERTICAL SURFACE DISCONTINUITIES AT JOINTS SHALL NOT EXCEED 1/8 INCH.
3. REMOVAL OF EXISTING SIDEWALK RAMP OR NEW RAMPS INSTALLATIONS SHALL BE TO THE NEAREST
   12-INCH WIDTH OF Curb AND IN A COINFORM WITH THE CURB.
4. SIDEWALK RAMP SLOPE SHALL BE 1:12 MAXIMUM BUT SHALL NOT REQUIRE THE RAMP LENGTH TO EXCEED 15 FEET.

PERPENDICULAR SIDEWALK RAMP AND SECTION

SIDEWALK RAMP GRADE AT ROADWAY CROSS SLOPE OF 5% OR LESS GUTTER COUNTER SLOPE

GRADE BREAK GREATER THAN 5' DETECTABLE WARNING SURFACE LOCATION

SIDEWALK RAMP GRADE AT ROADWAY CROSS SLOPE OF GREATER THAN 5% GUTTER COUNTER SLOPE

GRADE BREAK OF 5' OR LESS DETECTABLE WARNING SURFACE LOCATION
SINGLE DIRECTION RAMP
WITHOUT NON-WALKING SURFACE
GRADE BREAK GREATER THAN 5' (TYPE 14)

SINGLE DIRECTION RAMP
WITHOUT NON-WALKING SURFACE
GRADE BREAK 5' OR LESS (TYPE 15)

SINGLE DIRECTION - RETURN CURB
WITH NON-WALKING SURFACE
(TYPE 16)

SINGLE DIRECTION - NO CURB
WITH NON-WALKING SURFACE
(TYPE 17)
PERPENDICULAR RAMP
WITH NON-WALKING SURFACE
(TYPE 18 LEFT)

PERPENDICULAR RAMP
WITH NON-WALKING SURFACE
(TYPE 18 RIGHT)

PERPENDICULAR RAMP
WITH NON-WALKING SURFACE
(TYPE 19)