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Source
CCT

Efficiency
Power

L80 Life
Location

Solar Module
Performance

Battery
Operating Temperature

Battery Life
Protection Class

Material
Finish

Weight
Wind Load

Salt Spray Test
Warranty

LED
4000K standard
200lm/W
Max 100W
> 75,000 hours
Listed IP67

Monocrystalline silicon cells, processed by Photinus
4 solar modules x 150 Wp*, modules also charge in cloudy conditions

LiFeP04 / 474 Wh (12.8 V 37Ah)
-20°C to +60°C
Up to 10 years
IPX8

Steel pole and aluminum parts
Galvanized and powder coat
242.5 lb. [110kg]
68.3 mph, 90 mph**
ISO 9227:2012
3 Years

*Wp = Watt Peak: maximum power supplied in standard conditions
** Other wind loads available upon request

Type

Date

SPECIFICATIONS

__________________________________________________________

__________________________________________________________

PROJECT NAME

ORDER CODE
Model Modules Head C.C.T. Optic Time Management Height Wind Load Mounting Finish Options

MERKUR

150 =  
4 Solar 
Modules

150PLUS =  
4 Solar 
Modules 
(2 South,  
1East, 1West)

300 =  
8 Solar 
Modules

S =  
Single

D =  
Dual

40 =  
Standard 
4000K 

20 =  
2000K

30 =  
3000K

50 =  
5000K

AB =  
Amber

ME PLACE
T2
T2–B
T2–L
T3
T3–B
T3–L
T4–B
DWC
SCL
DWCSCL
FW
VM
PX

V5 =  
Standard Setting

V3 =  
Continuous lighting  
100%

V4 =  
Night-time reduction  
to 40%

V6 =  
Night-time reduction  
to 0% 

◉ other time 
management 
options upon 
request. 
consult factory

HS =  
Standard  
Height

HC =  
Custom*

*specify 
desired 
height. 
consult 
factory

W68 =  
Standard  
68.3 mph

W90 =  
90 mph

WC =  
Custom*

*specify  
desired 
wind load. 
consult 
factory

PF =  
Pipe  
Foundation

ABO =  
Anchor Base 
with  
Opening**

ABC =  
Anchor Base 
Closed** 

**ABO/
ABC surface 
mount  
available 
upon re-
quest.  
consult 
factory

D =  
Dark

[blank] =  
None

PIR =  
PIR 
Sensor

Example order code: MERKUR – 300 – S – 40 –DWCSCL – V5 – HS – W90 – PF – D



PHOTOMETRICS

ME PLACE

T2–B

T2

T2–L

VM

T3

T3–L

T3–B

T4–B

PX

DWC

DWCSCL

SCL

FW
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ENERGY AND TIME MANAGEMENT

Standard  
factory setting

V3

V4

V5

V6
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MOUNTING OPTION 1 — PIPE FOUNDATION — PF

CONCRETE/PVC PIPE

GRAVEL

FILL UP WITH SAND

BATTERY

GROUND

CONCRETE

45
.3

”

39
.4

”
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MOUNTING OPTION 2 — ANCHOR BASE

ABO
Anchor Base with Opening  
Battery placed underground
*Consult factory

ABC
Anchor Base Closed 

Battery placed above ground
(not viable for very cold or very hot locations)

*Consult factory
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FINISH

TIGER Drylac®
Durable Powder Coatings for Metal Facades & Steel Construction

Sparkling Iron Effect Medium
TIGER Drylac® 29/70786 | MF/MA | C

Fire Green
TIGER Drylac® 29/50704 | MF/MA | B

Grey Brown
TIGER Drylac® 29/60674 | MF/MA | B

Green Speckle
TIGER Drylac® 29/50370 | FS/MA | D

Anthracite Grey Metallic
TIGER Drylac® 29/71334 | MF/MA | C

approx. Iron Glimmer P7 
TIGER Drylac® 29/80081 | MF/MA | C

Bianco 02 (approx. RAL 9010)
TIGER Drylac® 29/10797 | FS/MA

approx. DB 703 Metallic
TIGER Drylac® 29/80077 | MF/MA | C

Black Grey Metallic
TIGER Drylac® 29/71335 | MF/MA | C

Carbon 01 (approx. RAL 7021)
TIGER Drylac® 29/80070 | FS/MA

Grey 250 S 
TIGER Drylac® 29/71358 | MF/MA | B

Silverglimmer
TIGER Drylac® 29/90092| MF/MA | B

approx. RAL 9007 
TIGER Drylac® 29/90147 | MF/MA | B

approx. RAL 9006 
TIGER Drylac® 29/90146 | MF/MA | A

Ivory
TIGER Drylac® 29/15461 | MF/MA | B

Terra Brown 
TIGER Drylac® 29/60731 | MF/MA | B

Sepia Brown 
TIGER Drylac® 29/60740 | MF/MA | B

Red Brown 
TIGER Drylac® 29/30401 | MF/MA | B

Marrone 05
TIGER Drylac® 29/70795 | FS/MA

Red Brown 
TIGER Drylac® 29/30402 | MF/MA | B

approx. DB 703 IG
TIGER Drylac® 29/80056 | ME/MA | B

approx. DB 703 
TIGER Drylac® 29/82030 | ME/MA | B

approx. DB 701
TIGER Drylac® 29/70103 | ME/MA | B

Sparkling Iron Effect Light
TIGER Drylac® 29/70098 | ME/MA | C

approx. DB 701 IG
TIGER Drylac® 29/70587 | ME/MA | B

approx. RAL 9022 Pearl Light Grey
TIGER Drylac® 29/70199 | ME/MA | B

approx. DB 703 HE 
TIGER Drylac® 29/70271 | ME/MA | B

approx. Iron Glimmer P4 
TIGER Drylac® 29/70129 | ME/MA | B

approx. RAL 9006 
TIGER Drylac® 29/90045 | ME/SGL | A

approx. RAL 9007
TIGER Drylac® 29/91560 | ME/GL | B

approx. DB 702 
TIGER Drylac® 29/70790 | ME/MA | B

Silver 
TIGER Drylac® 29/91041 | ME/SGL | B

approx. DB 702 IG
TIGER Drylac® 29/70588 | ME/MA | B

approx. RAL 9007 IG
TIGER Drylac® 29/90048 | ME/SGL | B

approx. RAL 9006 
TIGER Drylac® 29/91600 | ME/MA | A

Sparkling Iron Effect Dark 
TIGER Drylac® 29/70105 | ME/MA | C

approx. RAL 7048 Pearl Mouse Grey
TIGER Drylac® 29/70326 | ME/MA | B

approx. Iron Glimmer P2
TIGER Drylac® 29/70161 | ME/MA | B

approx. RAL 8029 Pearl Copper
TIGER Drylac® 29/60064 | ME/MA | B

approx. RAL 1036 Pearl Gold
TIGER Drylac® 29/90012 | ME/MA | B

approx. RAL 1035 Pearl Beige
TIGER Drylac® 29/90010 | ME/MA | B

Brown C-34 
TIGER Drylac® 29/65650 | ME/MA | B

Brown C-33                                                                                                     
TIGER Drylac® 29/65680 | ME/MA | B

Sun Gold 
TIGER Drylac® 29/90249 | ME/SGL | B

Beige C-32 
TIGER Drylac® 29/15400 | ME/MA | B

ON
LIN

E V
ER

SIO
N:

 Th
e c

ol
or

s/
ef

fe
ct

s s
ho

wn
 h

er
e w

ill 
de

via
te

 fr
om

 th
e o

rig
in

al 
co

lo
r/e

ffe
ct

 du
e t

o s
cre

en
 te

ch
no

lo
gy

. 
Pr

io
r t

o 
pr

oc
es

sin
g 

th
e 

ap
pr

op
ria

te
 P

ro
du

ct
 D

at
a 

Sh
ee

ts
 a

nd
 T

ec
hn

ica
l I

nf
or

m
at

io
n 

Sh
ee

ts
 m

us
t 

be
 c

on
su

lte
d. 

  
  

  
  

  
  

  
  

  
  

  
Al

l i
te

m
s 

av
ail

ab
le 

fro
m

 s
to

ck
. 

M
et

all
ic 

ef
fe

ct
s: 

pl
ea

se
 ob

se
rv

e t
he

 in
st

ru
ct

io
ns

 fo
r A

pp
lic

at
io

n C
at

eg
or

ies
 A

 – 
D 

ac
c. 

to
 th

e T
ec

hn
ica

l In
fo

rm
at

io
n 

Sh
ee

t N
o. 

44
.

D
Sparkling Iron Effect Dark
Tiger 29/70787 
Powder Coat

OPTIONS

PIR
Each luminaire can be fitted with a PIR-sensor, a controller and an antenna. To control the luminaire  
in real time, only one luminaire has a GPS-controller as well as a GPS-antenna. This enables the luminaires 
to communicate among each other and control the demand responsive light in real time.
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DIMENSIONS — MERKUR 150
3.

9”
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.6
”

12
9.

9”
39

.4
”

Ø 4.8”

7.7” 45.3”
90.5”

S
Single Head

D
Dual Head
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DIMENSIONS — MERKUR 150 PLUS
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DIMENSIONS — MERKUR 300

45.3”

193.7”

189.8”

94.7”

39.4”

0

Ø 4.8”

7.7” 90.5”

S
Single Head

D
Dual Head
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